
 

Model 286 Soil Pipe Cutter

• Articulating outward facing hooks simplifies connecting the pipe 

• Adjusting knob for quickly adjusting the handles to the optimal cutting angle

•  Set the cutter once for repeated cuts

Quickly make repeated cuts with a single stroke on soil pipe up to  
6 inches1.

1.  See chart for detailed capacities for other types of pipe.



  PIPE SIZE IN INCHES
 TYPE OF PIPE Standard Capacity Maximum Capacity

 Clay Pipe 1½" – 6"  1½" – 8"*
 No Hub Cast Iron 1½" – 6" 1½" – 8"
 Service Weight 

1½" – 6" 1½" – 8" Cast Iron

MODEL 286 CAPACITY
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All sales subject to Ridge Tool Company Terms and Conditions of Sales.   Catalog Sheet No. R-17-T   (1017)   Effective Date: October 1, 2017
©2011, 2017 RIDGID, Inc.   The Emerson logo and RIDGID logo are registered trademarks of Emerson Electric Co. or RIDGID, Inc. in the U.S. and other countries.  

All other trademarks belong to their respective holders.

99
9-

99
7-

40
9.

10

CATALOG MODEL 
DESCRIPTION

 SHIP WEIGHT
 NO. NO.  (lb.) (kg)

 59698 286 Soil Pipe Cutter 29 13.1
 33665 — Chain Extension Assembly 1 0.5
 33670 — Chain Assembly

OTHER RIDGID SOIL PIPE CUTTERS
CATALOG MODEL 

DESCRIPTION
 SHIP WEIGHT

 NO. NO.  (lb.) (kg)

 69982 226 In-Place Soil Pipe Cutter 18 8.2
 68650 206 Soil Pipe Cutter 18 8.2
 32900 246 Heavy Duty Integral Ratchet Handle Soil 25 11.3
   Pipe Cutter
 42878 238-P Powered Soil Pipe Cutter 14 6.1

226 In-Place 
Soil Pipe  

Cutter
206 Soil Pipe  

Cutter

246 HD Soil  
Pipe Cutter

238-P Powered 
Soil Pipe  

Cutter

* Up to 15" clay pipe only can be cut with an extended chain.


